
R-21HT Commercial Microwave Oven

be  informed 
• Stainless Steel Cabinet and Cavity:  Durable, easy-

to-clean stainless steel won't pit, chip, scratch or 
corrode. Heavy-duty steel handle withstands the 
toughest everyday use. The quality continues with a 
rubber-sealed ceramic shelf, interior oven light and 
see-through door.

• Computerized Touch Control:  The 20 
microprocessor-controlled programmable Memories 
provide one-second increment timing to meet the 
extra needs of the operation. They're extra-easy and 
dependable. Built-in safeguards prevent 
unauthorized changes.

• Two-way Programming:  Use any of the 
preprogrammed Memories or manually program the 
20 Memories for special needs or times.

• Versatile 3-Stage Programming:  Operator can 
program food to defrost, then begin cooking at one 
power level and finish cooking at another level. 
Sequencing of stages is easy and automatic.

• SelectaPower™:  Provides 10 variable power levels 
for precise control. Ideal for hard-to-heat or defrost 
foods.

• Double Quantity Pad:  Automatically provides 
optimum heating times for two portions for 
excellent results.

• Express Defrost™:  Respond quickly to daily 
business demands with easy last-minute defrosting. 
Automatically divides total defrosting time into 3 
stages with 3 power levels.

• Memory Check:  Lets user confirm time setting 
and power level for each Memory pad.

• Memory Lock:  Rest assured that valuable 
information won't be lost. Prevents the erasure of 
stored information during power interruptions or 
off times.

• Counter Check:  The oven "remembers" how often 
each feature was used plus total number of manual 
uses so manager can keep closer tabs on operation.

• Lighted Digital Display:  Shows programmed and 
elapsed heating times, plus percentage of 
microwave power.

• Volume Control:  Adjusts to the needs of the 
operation, 2 tones and no tone; signals end of cycle.

• Menu Labels:  Handy peel-off labels for Memory 
pads.

Built to meet rugged commercial standards.
Complies with DHHS & FCC.

1000 Watts / Light Duty
Tough-wearing stainless steel design inside and out sets a high standard of excellence for the industry. 

Sharp is your smartest source for low-to-mid-volume needs with the most dependable ovens on the market.
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R-21HT
Commercial Microwave Oven

specifications
AC LINE VOLTAGE Single phase, 120V, 60 Hz, AC only

RECEPTACLE REQUIRED 15 Amp., NEMA 5-15R

AC POWER REQUIRED 1.6 kW, 14.0 A

OUTPUT POWER 1000 Watts (IEC-705 Test Procedure)

FREQUENCY 2450 MHz

OUTSIDE DIMENSIONS (WHD) 20 1/2" x 12 1/8" x 16"

CAVITY DIMENSIONS (WHD) 13 7/8" x 8 1/8" x 14 5/8"

CAVITY Stainless steel

CABINET Stainless steel

SAFETY SWITCHES Double safety switches include concealed 
interlock plus interlock monitor circuit    

SAFETY STANDARDS Commercial UL, FCC, DHHS and NSF-4     

NET WEIGHT Approx.  37 lbs. 

SHIPPING WEIGHT Approx.  44 lbs. 

To Specify a Sharp R-21HT Commercial Microwave Oven 

Oven shall comply with standards set by the U.S. Department of Health and 
Human Services, FCC, NSF-4 and UL and shall display such labels. Oven shall be 
equipped with 10 programmable microprocessor-controlled Memory pads, 
which can be expanded for 20 memories. Each is adjustable in one-second 
increments from 0 to 90 minutes, without tools. Oven shall also be equipped 
with optional manual programming. Oven shall have Electrically Alterable Read 
Only Memory (EAROM) to prevent programmed information from being erased 
due to power interruptions. Output wattage shall be 1000 watts. Bottom feed 
distribution system shall provide uniform heating pattern. Oven shall be 
equipped with SelectaPower control from 0 to 100 percent power in 10-percent 
increments. Oven shall have capacity to expand Memory pads from 10 to 20;            
a 3-stage, 3-power level defrost system and an automatic Double Quantity 
feature. Digital display must show heating time and percentage of power. 
Exterior cabinet shall be of stainless steel with interior oven light. Bottom of 
cavity shall consist of rubber-sealed ceramic shelf. Oven shall be provided with a 
UL approved power cord and plug. Oven shall have three-year limited warranty 
on parts and labor with service provided in the end-user's place of business. 

Warranty 

Sharp commercial Microwave Ovens have a reputation for unsurpassed quality 
in the foodservice industry. Sharp Commercial Microwave Oven Model R-21HT is 
backed by a three year limited warranty on parts and labor with service 
provided in the end-user's place of business. See Operation Manual for 
complete details.
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